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Introduction

This paper describes a moment method formulation for calculating the pickup and
kicker impedances of a stochastic cooling waveguide structure. A schematic of the
waveguide pickup is shown in Figure 1.

Input/Output Waveguide \ , . '

Figure 1. Schematic of a stochastic cooling waveguide pickup/kicker.

Slots carved in a waveguide wall will slow down the phase velocity of a wave in
the waveguide. The reduction in phase velocity is a function of the slot length, width, and
the spacing between slots. The coupling of the slots to the beam is proportional to the slot
length. When the reduced phase velocity of the waveguide matches the beam velocity, the
coupling of the slots will add constructively. In this slow-wave mode, the gain of the
array is proportional to the number of slots and the bandwidth of the array is inversely
proportional to the number of slots.

Finite element methods for are poorly suited for solving electromagnetic problems
with thin wall apertures. The thin wall causes the electromagnetic field pattern to vary
rapidly in the vicinity of the aperture. For finite elements, this would require a fine mesh
around the apertures resulting in very large matrices to invert. Also, finite elements yield
the solution for the electromagnetic field everywhere in the problem. To calculate pickup
and kicker impedances, the electromagnetic field has to be known only at the slots or
along the beam path.
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For these reasons, a moment method approach will be used for calculating the
pickup and kicker impedances.

Geometry of the Problem
The geometry of the problem is shown in Figures 2 and 3. Two regions (Regions I

& 1II) are separated by a conducting screens in the X-Z plane. These regions may have
different dielectric constants or backing plate configurations. The beam travels in the z
direction somewhere in Region 1. The two regions are connected by a hole or aperture in
the screen. The purpose of the moment method program is to find the tangential electric
and magnetic fields in this aperture.
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Figure 2. Side view of a stochastic cooling waveguide pickup/kicker
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Figure 3. Head-on view of stochastic cooling waveguide pickup/kicker
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Figure 4. Decomposition of an off-center beam into the sum and difference modes.
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Figure 5. Side-view of %2 of the pickup after symmetry decomposition
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Figure 6. Head-on view of %2 of the pickup after symmetry decomposition.

The problem can be divided into sum and difference modes as shown in Figure 4.
The sum and difference modes will be used for momentum and transverse cooling
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structures, respectively. For the sum mode, the magnetic field component parallel to the
x-z plane at the center of the structure is zero. The x-z plane at the center can then be
replaced with a magnetic conductor as shown in Figures 5 and 6. For the difference mode,
the electric field component parallel to the x-z plane at the center of the structure is zero.
The x-z plane at the center can then be replaced with an electric conductor.

Magnetic Current Sources

The moment method approach for this problem will be to solve for the tangential
magnetic field in the aperture. Because the tangential electric field is zero on the
conducting screen that separates the two regions, this approach is best formulated using
magnetic current sources instead of electric current sources. Since magnetic current
sources are an unfamiliar topic with most people, this section will describe the properties
of magnetic current sources.

Since magnetic charge has not been found to exist, a magnetic current is defined
by the Equivalence Principle. As shown in Fig 7a, a set of sources produces a field, E and
H. A imaginary boundary is now drawn around the sources. The Equivalence Principle
states that the same field, E and H, will exist outside the boundary if there is zero field
and no sources inside the boundary but the boundary is coated with equivalent surface
currents as shown in Figure 7b. These sources are:

J,=fxH
Mg =Exi a
where:
VxH=joeE+J8(F- %) @
and:
~VXE = jopH + MS(F - %) (3)

The time dependence assumed is el®t.

S s s s s

Figure 7.

Since the fields are zero just inside the boundary we can place any miaterial we
want inside the boundary and not effect the fields outside of the boundary. In Figure 8a,
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the boundary is replaced by an electric conductor (Etan = 0) which shorts out the electric
current Jg. Likewise, in Figure 8b, the boundary is replaced by a magnetic conductor
(Htan = 0) which shorts out the magnetic current M.

EH
= n
JS— \u‘-l-|-|~,~' ,
Zero Field i' Zero Field s,"
. ]
Electric . . i
Conductor ‘,~ Magnetic o
M= Exn ~ Sondictof e
a. b,
Figure 8.

Consider the case of Figure 3a. Equation 2 reduces to:
VxH=joE 4)

From the Continuity equation between electric charge and electric current, if there is no
electric current, there is no electric charge. If there is zero electric charge, the divergence
of E is zero. When the divergence of E is zero, an electric vector potential can be defined
as:

E-_lyxF (5)
€
With the appropriate choice of gauge, Maxwell's equations can be combined into:
(Vz +x2 F =—eM
2 2 ©
K=o ue
The magnetic field is given as:
= jm e - .
H——E(x F+V(VoF)) %
Equation 6 can be solved by Green's function techniques where:
(v2 + Kz)'j('r'l‘r")= —e3(f - 1') ®)
and:
F(F)= [[[ME)GEF by | )
A\

If the magnetic current is a surface current as given in Equation 3, then the magnetic field
is given as:



4/15/98
7:39 PM

H(r)-—:‘-“—) 2ij(r r{r)ds+vjj V' o M, ()G i’ (10)

We will define the right hand side of Equation 10 as an operator on Mg that produces
H(r). That is:
@)= AR,

where k denotes whether the field is for Region I (k=1) or Region II (k=2).

(11)

The Theory of Moment Methods

Using the Equivalence Principle, the fields in Regions I and II of Figure 5 will
remain unchanged if the aperture is replaced by conducting screen coated with an
equivalent magnetic current source as shown in Figure 9.

y l ,
Beam > X
M=Exy z
Region I s 1
Region I %' y=0
=-E X
s t y
Aperture
Figure 9.
The magnetic current source in Region I is:
M, =E x§ (12)

where Et is the tangential electric field that existed in the aperture before it was replaced

with conducting screen. To guarantee continuity of the tangential electric field in the
aperture, the equivalent magnetic current source in Region I is:

M, =-E,x§ C13)

The tangential magnetic field in Region I just above the aperture is given as the sum of
the incident field due to the beam with the aperture replaced by conductor and the
magnetic field due to the equivalent magnetic current source. That is at y=0:

AD =70 + FOE, x3) (14)

It will be assumed that the incident magnetic field can be determined analytically or by
other methods. The tangential field in Region II just below the aperture at y=0 is:
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A® -0+ O E x3) (15)
Continuity of the tangential magnetic field through the aperture requires:
H{ =H{? (16)
which results in the following equation:
i), A, = AOE X9+ AP E,x3) an

This is the key equation of the moment method. Since H(NC) is known, this equation can
be inverted to determine Ey in the aperture. Because Equation 17 is an integral equation, it

is best solved by numerical methods. Let the tangential electric field in the aperture be
given by: :

E,=R) By 6,(x,2)+2) E, Wy(x,2) (18)
n n

where On(x,z) and yp(x,z) are a set of orthogonal functions. Equation. 17 can be turned

into a matrix equation by multiplying it by a set of orthogonal weighting functions ¢y, (x,z)
and integrating over the entire x-z plane. The following matrix elements are defined:

(om|H®|0,) = j [ (cj)m(x, 2H®P (0, (x,z)))ixdz (19)
X,Z
(om[HPwa)= [[ (%(x, 2H® Ry, (x, z)))dxdz (20)
X,z
<¢m Hi,im)i): H(cpm(x,z)Hgi“)i(x,z)}ixdz “ 1)
X,z

Equation 17 becomes:

(5679, o0 Hgnc>2)=§[§<¢m 1H§k>|wn>)szn —g[gwm lrf;mlen)]zxn
| (22)

(6 )~ b 187, ) = g(g(«»mvf;“w}zzn —}n:[gwm |H;k>len>]zx.,
(23)

Equations 22 and 23 form a set of linear equations which can be inverted to find the
electric field coefficients Ezp, and Exp. If the electric field expansion functions, ¢ and v,
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are chosen to be as close to the actual solution as possible then only a few terms of the
expansion will be needed and the size of the matrix to be inverted will be minimized.

Resistive Terminations

The above derivation ignored resistive terminations in the aperture. In some
applications, the signal induced on a slot flows out of the slot to a combiner board by
means of microstrip line on the shadow side of the conducting screen as shown in Figure
10. This paper will model the microstrip connection to the slot as a thin film resistor as
shown in Figure 11.
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Figure 11. Note that the resistor does not cover the entire aperture in the y direction.

Figure 12. -
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Consider a thin film resistor shown in Figure 12 with a conductance/square of g
Q-1. The conductance for a uniform sheet of electric current flowing in the z direction is:

W
G=g— 24
87 (24)

where W is the width and L is the length of the resistor. Now consider portions of the
aperture shown in Figure 5 filled with some of this thin film resistor. Equation 16
becomes: ‘

I:IED - Itlgz) =—g(x,z)- (Et X 37) (25)
Equation 17 becomes:
I—:I?nc)2 - ﬁ?nc)l = ﬁfl) (ﬁt X 3“{)-&- ﬁt(z) (Et X S*)—i— g(x,z)- (Et X j‘/) (26)
Equations 22 and 23 become:

(8 151 ) =0 [1572)

27
> %@’m tH!(tk)“Vn}*“ {om ‘gl“’n>]ﬁzn _2(2 {dm ]Hgk)leanXn

n ntik

(O [ 1157, ) - (0| 1", ) =
z[gwm lffi“’!‘vn)}fz., -z[gwm B0]6,)+ (8 ;gae,,>)sxn o

" .

where:

(Om gl Wa) = [[Omx.2)- g(x,2) Wy (x,2))dxdz (29)

Xz
(Om lg10n) = [[(Om(x.2) - 8(x,2) -6, (x,2) }ixdz (30)

Xz

Transverse Slot Between Two Waveguides

This section will examine the problem of a transverse coupling slot between two
waveguides as shown in Figures 13 and 14. The beam flows in the upper waveguide and
the output signal flows out of the lower waveguide. Also the lower waveguide could be
the housing for a combiner board network for the slots.

We will confine the slots to lie along the y direction only. Also, the width of the
slot (Wj) will be very small compared to the wavelength of excitation. These restrictions
will allow us to neglect the y component of electric field in the slot. Also, we will
consider the case for an extremely reletavistic beam so that z component of magnetic

field in the slots may also be neglected. These assumptions reduce Equations 27 and 28
to:
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Figure 13. Side long view of coupled waveguide geometry.
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Figure 14. Head on view of coupled waveguide geometry

In the absence of the coupling slots shown in Figure 14, the fields inside the waveguides
can be expanded as sum of all the waveguide modes.

Ef =Y Che, +8, i (322)
n L
B =Y Cyle, -8, 7 (32b)
n
A=Y ct, +h, pib (32¢)
n
H =Y Cyl-R, +h, piP (324
n

10
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Consider a source inside a volume v surrounded by a surface S, in a waveguide as shown
in Figure 15.
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Figure 15. Elemental volume in waveguide containing sources.

For two independent sets of fields and two independent sets of sources, the Lorentz
reciprocity theorem states:

§f (B2 x> ~E° x A Jo s
Z
=[] 070 —Fi® o NP ~B o T2 + F® o W1 v
v

Let the a field be the field due to the sources and the b field be one of the reverse
traveling waveguide modes.

E®=E H*=H 32 =7 M? =M

(33)

‘ (34)
B =, -8, PP @ =R, +h, RBer TP-0  FP=0
Substituting Equation 34 into Equation 33 and using the facts that the tangential electric

field on the walls of the waveguide are zero and that the waveguide modes are
orthogonal, the mode coefficients of Equation 32 for the positive going field are:

Ch=rp 1 6., &, )T~ (Ry, +8,, Jo WpiPrzay (35)
where:
P == [y, xhy_)e2ds - (36)
m 28 tm tm
t

11
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If the b field is now set equal to one of the positive going waveguide mode, the mode
coeffcients for the negative going field is:

A

Ch = [[[ (e, oo, o+, Jowtp Pty )
m g

We have already stated that y component of the electric field in the slot will be neglected.
Also we will separate the y dependence and the z dependence of the electric field in each
slot so that the tangential electric field in all of the slots is written as:

Eglors =2 A (Z)(E Ezi,xai,l(x)} (38)
‘ 1

1

Where the 1 index indicates the slot number and the | index indicates the slot-mode (to be
defined later). This is equivalent to specifyfing the expansion function in Equation 18 to
be:

Vi (x,2) = ¥ 1 (x,2) = 04,1 (x)A; (2) (39

For the time being let A;(z) be equal to the Dirac delta function 8(z-z’). The magnetic
current source due to slot I and slot-mode | in the upper waveguide is:

M, = —iEZU &(y)ay  (x)d(z —2") (40)
Using Equations 32, 35 and 37, the y component of the magnetic field is:
Hxi,l = —Ezi,l Zcﬂi,t hxn (x, y)e~JBnI;—z1 41)
n
where:
. h 0 )dx' 42
Coy, "Zf»;'f x, (x,0)0y ) (x")dx (42)
X
- Now, integrating over z’:
HXi‘l (X’ Y" Z) = ——EZU chi,l hxm (x’ y)J‘}\’i (Z’ )e’JBnIZ“‘Z le' (43)
V n 2
We will use Galerkin’s approach and let the weighting function:
q)m(x: Z) = q)p,r(x’ Z) = ap,r(x)?\'p (Z) (44)
Multiplying Equation 43 by Equation 44 and integrating over y and z, we find:
<¢p,r ‘H xl“’i,l) =2 4PyCn, Cn;) J Ap (Z)j?‘-i (z )e_JB“IZ“Z ldz:dz (45)
n z z

The double integral in Equation 45 will be defined as: -

12
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Wifa, = [Ap@ A (z)e Pel gz gz (46)
Z z'

where Wi is the width of slot i in the z direction. Equation 45 becomes:

<¢p,r IHXR‘VLO = _4w1 z PnCnp,rCniyl fni’p (47)
n .

If the slots are much narrower than a wavelength in the z direction, we can use the step
function for the A function.

Ai(z)=1 for {z—zil<———v‘;i
Ai(z)=0 for lz—z;|> % (48)
For p+ i, Equation 46 becomes:
_ W saf BaWi Yo PaWp | -iBafeiz)
fna,p = WpSa( 5 a 5 (49)
For p=i:
ﬁnwi
-]
l-e 2 Sa(B“ZW‘ ]
nip = i BaW: 0
! 2

Assume that an infinitely narrow (in the y direction) resistor is placed across slot I. The
conductance density for the resistor is:

W
g;(x,2) :—I'{,LS(X—XRi )ki(z) (618
1
Because A; and A, only overlap when i=p, the matrix element due to the resistor is:
¢p,r g Wi,l) 9;
( \U = apslor, b, ) 52)

Relativistic Béeam Current In A Waveguide

Because of it’s high energy, a relativistic beam can be thought of as a current
source. A small piece of the beam located at xy,yb, has a current density of the form:

F0x,y,2) = 2 8(x - x5 )60y - 76 00z ~7) (53)

The factor of %2 is results from exploiting the method of images. The y component of
magnetic field in the waveguide can be found using Equations 32, 35-37:

13
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i é (xbs}Jb) —1 -
Hx(X,Y)—T-";bE—Z“—dE———hxn (x, y)e 3Bale2] (54)
n

n

Equation 54 must be multiplied by the z dependence of the beam current density and
integrated:

HP(x, y,z)——‘bZ—ﬁgﬁ’—ﬂ’—) by (x,Y) je g Balrlyy  (ss)
n —00
where:
k=2 (56)
C

Equation 55 becomes:

: iy €z (Xb:Yb) 2 -j
H’;?c(x,y,z)z“_g"z - JBE Shy, (x,y)e ™™ (57)

48, «*-B,

The matrix element on the left hand side of Equation 31 is found by evaluating Equation
57 at y=0 and multiplying the result by ¢, and integrating:

. i KW,
(4o H?c>:—'§wpsa(_5£} ”“”2 b (0 Y0} *'B"Kz (58)

n

Waveguide Mode as the Incident Field

Consider the case where the incident field is a waveguide mode.

HI (x,y,2) = iy (x, y)e IPa0? (59)
Using Equation 44, the left hand side matrix element is:
<¢p ) Hmc> {J‘e 3Baozy, (z)dzIJhxﬂg(x 0)oup, r(x)dx} (60)
z
Using Equation42 Equation 60 becomes:
<¢p,r H§?°> = 4Wanocn0P,rSa[E‘lo—2\ﬁ}-jB“°ZP 61)

Mode Power
Once Equation 31 is solved, the coupling coefficients for the waveguide modes

shown in Equation 32 can be determined. The magnetic current source for the lower
waveguide of Figures. 14 due to the electric field in the slots is:

14
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M= )“(S(Y)z[ A (@)Y, 04 (OB, ] (62)
i 1 ’
Substituting Equation 62 into Equation 35, the forward and reverse coupling coefficients
are:
+ PmWi L+ip
C =F ) | Sa| -2 HPmZi Y ¢
upper 2( ( 2 Hupper WiE %)
(63)
ct =+) | Sa BmWi }.+iBuz c W,
lower Z[ ( Z Hiower Zi'l
The power in mode m is given by the Poynting Vector:
Pt ——Re H(Et xH; )ozds (64)
St
Using Equations 32 and 36, Equation 64 reduces to:
2
Pi= [cg) RefP,, } (65)

Pickup Transfer Impedance

This section will develop a definition of transfer impedance that can be used to
compare the waveguide design to cooling arrays that are built with conventional pickups.
The difference mode power is:

1 1 iy ¥ y 2
—p, =-zf ||| L 66
2 froul Apu(Z](d/zl (©0)

where d is the transverse height of the beam pipe and the %2 factor in the front of the right
hand side of Equation 66 is because i, is a peak current ( not rms.) The left hand side of
Equation 66 is just the power flowing out of one of the waveguides. Using Equations 65
and 66, the impedance of the array becomes:

-!,.
£ I RelPy)
7= - Coy2Reibos (67)

B

lpy =Lzt iy ) 68
2 B T3 2| 2 ©8)

The sum mode power is:

15
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The sum mode impedance of the array becomes:

Zi _CO ZRG':PO

= ' 69
I, W (69)

2

Kicker Transfer Impedance
The definition of the a kicker impedance is given as:
2
Ape
1{ q

k=2 Tz (70)

where Apc is the change of momentum through the kicker (either longitudinal or
transverse), q is the charge of the antiproton, and Py is the total kicker power. For a
particle travelling in the +z direction.

Ap= j F z=c(t—to)—-§~,t}ﬁt (71)

where F(z,t) is the force on the particle and L is the length of the array. Since the time
dependence of the force is e", Equation 71 becomes:

L

2
Apc = j F(z /®dz (72
L

2

where dt=dz/c and have defined t,=-L/2c. The force on the particle comes from the
electromagnetic wave of the kicker:

f‘=q(ﬁ+c(ﬁxuﬁ)) (73)

The change in longitudinal momentum becomes:

A o
—BE‘-Z-.—_ [B,e™dz (74)
q

——iXF

The change in the transverse momentum becomes:

A e .
pqciy = j(Ey +nH, pI¥dz (5)

For a particle travelling in the —z direction:

16
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fipﬁi&.—_ [B,e1"dz (76)
9
A o .
pqcly = [y -nH, k% an

e O

The integrals in Equations 74-77 can be evaluated by using reciprocity. The reciprocity
law stated in Equation 33 can be rewritten as:

§[BPx % - E* x P Jo s = [[[{ o 5P - B o 77 Jv (78)
So . v
where p designates the pickup fields and sources, and k designates the kicker fields (there

are no kicker sources.) The geometry that defines the surface S, and the volume V is
shown in Figure 16.

ooooooooooooooo

----------------

: Kicker Beam
: < o
Port 4 "’Plckup Beam i Port 2
H Region 1 :
$-Kicker Wave \/ X Kicker Wave €-4—
“A-1Pickup Wave l:{ : Region I Pickup Wave ~i-»
z H
Terminati / Kicker Input
ermination .
Se Pickup Output

Figure 16. Waveguide pickup showing surface for reciprocity integral

For a kicker, the fields at the 4 ports are:

=k 5 - A -

Ey =oey, S1,0+1) EX=0 E3 =o€ S3) EX=0

Sk o : ~k Sk - =k

Hi =ayhg, (31,1 ~1)  H=0 H3 =—ayh¢ S3; Hg =0
EP_y & =p_ & .-j0 EP o & =p _= _j0
Ef =ap ey ES =Epe™ B3 =0p,& E} =Eype’
0P = h AP = i, 10 0P ——_ h aP -, -0

(79)

where E;, and H,, are the beam fields in an unperturbed beam pipe and S;; and S3; are the
scattering parameters of the kicker. It was assumed that the absorber kills the pickup and
kicker fields at ports 2 and 4 and that only the fundamental mode propagates in ports 1
and 3. The left hand side of the reciprocity integral of Equation 78 is zero for ports 2, 3,
and 4. The integral is non-zero only at port 1. Equation 78 becomes: ‘

APgoy oy, = jjj(Ek o TP —FiK o 5P hiv T (80)

v

17
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If the beam current density is chosen to be:
en i s
IP =2-28(x —xp By —yp (81)

which is the description of a beam travelling in the +z direction. Equation 80 becomes:
iy, T _; -
4Po0u Oup =T,§" IE]z((beb)e Tdz (82)

Using Equations 70 and 76,

i
4Py0u L =-§l [2Z3, P, (83)

Since the total kicker power is equal to the sum of the power in the upper and lower
waveguides of Figure 2:

1
Pk o Ry (84)

The pickup coefficient in Equation 83 can be found from Equation 69. Equation 83
becomes:

222;p = sz (85)
For the transverse case, we need two transverse current sources:
—n i r
P =y-§5(x-xbﬁ(y—ka e (86)
MP = 20-2-8(x — x oy ~ yp I 87)
Also define:
2 _1(ip V5
flpf PO 2—2-('5"] ZAP ‘ (88)

Note that the impedance in Equation 80 is not the same impedance as defined in Equation
66. Substituting Equations 84, 86-88 into Equation 80 and using the definition of the
kicker impedance found in Equations 70 and 77:

2:ZAP =7, (89)
To solve for the vector element on the left hand side of Equation 31, the same procedure

that was developed in Equations 53-58 is used. First, the Green’s function for the
following sources is found:

P =93§—6(x-—xb)5(y—yb)8(z—z') T (90)

18
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Mpzﬁn%ﬁ(x“xb)s(y—}’b)ﬁ(z”z‘) ©1)
Using Equation 37:
Ch =;§-—;eym( Xp, yp o TP ” (92)
e +;1;,1——n— x g (Kb ¥p P 93)

where the J,M superscripts indicate whether the coefficient is for the electric or magnetic
current source, respectively. The plus/minus sign in the superscript indicates whether the
solution is for z>z’ and z<z’, respectively. The transverse magnetic field in a waveguide
is proportional to the transverse electric field:

- — wavea

hy =—Zp €y %4)

Xm

Equation 93 becomes:

M:_- 1 M +iBmz
Cm™ = 4P, 7 2 ym(xb yp e rm

The magnetic fields for the point current sources are:

HJ“ (x,y,z,2)=t——=L&, (xp,yp)x_(x, y)e 1Brm[z—2] (96)
4P 2
, 1
Hi’f(x,y,Z,Z)z—zlP Z\::we 2 Ym(xb Yb)hxm(x y)e B[22} - 97

The magnetic field due to the extended electric beam source of Equation 86 is found by
integrating Equation 96:

HJ (x y,2)= J.HH (x,y,2,2) ™ dz +J’HJ (x,y,2,2' % Iz (98)
J -

H, (xy.2)= z;‘"{eym(xb’%)hx (x,¥)

oo (99)
. e“ijZ J‘ej(ﬁm"“':}fdz'__ejﬁmz J’e"j(ﬁm‘“(}l'dz' ‘
-0 Z
Using the radiation condition, the integrals vanish at inﬁnity. Equation 99 becomes:
J LI __ 2k e

(090 =5 &y (Kb, Yb)— -—B Shy, () (100)

19
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The magnetic field due to the magnetic current is:

M ____I_E_A v N Zij 0 -jKz
H (x.y.2)= 2 &y (Xps¥b T by (x.y) (101)

The total magnetic field is the sum of Equations 100 and 101:

j ip © szwc P " jkz
—_J D3 S | ¢ S— -
Hy (xy,2)= 2P 2 &y (Xp>¥b) 3 —l3m2 hy (x,y)k (102)

The matrix element on the left hand side of Equation 31 is found by evaluating Equation
102 at y=0, summing the result over all the m modes, multiplying this result by ¢, and
integrating over x and z:

__n B
. i KW, ) iz ) zwave m
<¢p’rlH¥m>=2J€prSa(——2-£}j PZcmNeym(xb,yb)—Tm—-—- (103)

Summary of Equations

The following matrix equation is to be solved for the electric field in the slots.

<¢m H§“°)>=Z[Z<¢m [H Oy )+ (0 lglw)}ezn (104)

k
where W, (and ¢y,) are expansion functions for the field in the slot:

Vo (x,2) = 1(x,2) = 0 1 (X)A (2)

Ai(z)=1 for |z—zi|<%-
| A;(z)=0 ' for fz-zil>% (105)
The right hand side matrix elements are:
Op.rigVil) &
o) B0, (e b, (o6
1
(Opc [Hx|win) = —4W; X Pcy cny, i (107)
n
where:
P =lJ‘J‘(é’ xhy_)o2dS - (108
m=75 . ty <Dty )
t
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] + ] 1
Cny) =4—P-jhxn (x",0)a; (x")dx (109
n oy
Forpe i,
sl B B | -iBabi
fﬂi,p -WpSa( > a 7 (110
For p=i:
Bn i
l—c 2 Sa(B zwi ]
o = W (111)
nl’p ! J ani
2

For a difference mode pickup, a sum mode pickup, and a sum mode kicker, the vector
elements on the left hand side of Equation 104 are:

: 1 KW —iKkz
(p.c | i) = ;’WSa( > }" "Z np &z (Kb Vo) =5 JB“K (112)

By’
For a difference mode kicker, the vector elements are:

B W K— \::lave ﬁm
inc\ _ ~: lb K P JKZ? Z
(0p.c Hx >—2J§Wpsa[—2 }: );cm?r ym (Yo )5 sz (1Y
m
Once the matrix equation Equation 104 is inverted for the electric field in the slots, the

amplitude of the waveguide modes flowing out of the structure can be calculated. The
mode coefficients for the output (lower) waveguide is:

= +Z[Sa{ﬁm *iBm2i ZC !, WiE;, | ] (114)
ower

where the top sign is for the signal traveling in the + z direction (for a beam traveling in
the +z direction) and the bottom sign is for the signal travelling in the —z direction. Note
that this formula is only valid for the regions upstream and downstream of the slots (not
inside the slot region.)

The sum mode pickup impedance is defined as:

+
Ch

lower

2
|
P putotal —( 2 ) ZZpn (15)

where i, is a peak current (not rms.) The sum mode pickup impedance is given from the
power travelling in the fundamental waveguide mode: -
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7 - C5+/2Ry

me ﬁl
2

For the difference mode pickup, the impedance is defined as:

1 2 y :

b

S A
PAputotal (2} [d/z) Apu

L ct.J2p,

which results in:

Bu (i Yy
2 | d/2
[%]2

Pk—l d

2 7,

A kicker impedance is defined as:

From reciprocity, the sum mode kicker impedance is:

22y =7y,

(116)

(117)

(118)

(119)

(120)

where the signal and beam directions shown in Figure 16 is followed. For the difference
mode kicker, the electric field in the slots and the hence the mode coefficients is
calculated using the vector described by Equation 113. The kicker impedance is becomes

e
J;= 2C54Ry
Ty

2

Waveguide Modes For A Rectangular Waveguide

We will assume an electric vector potential of the form:

“ij.nz

F=3%F,_(x,y)e
Equations 5 and 7 become:

&x,y)x =0

é(x, Y)y = ij,nnchm,n
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JF,
&(x,y), =ne——"" (123c¢)
dy
: 2
; __ o) 2, 0"
h(x,y)x = 2 [K + N )FX (123d)
. 2
~ jo 0°F,
h(x,y), = ~+——% 123e
N Q)
hex,y), = - 2oman O (1230)
KZ ax
The boundary conditions require that:
E, =0 atx = a2 (124a)
E, =0 aty=0,band at x = +a/2 (124b)

For simplicity, we will consider the beam centered at x=0. This will require Fy to be even
in x. The electric vector potential that satisfies these equations and constraints is:

E =— 1 E COS(M x )cos(ﬂ y) (125)
m,n JBm,nT]C a b
2 2
Brznn :KZ_(W\J _(%] - (126)
’ a b
Equation 67 becomes:
éxm . =0 (127a)
,\ Cm+Drn nn
ymn = Eo COS[T X )COS[? y ] (127b)
" | 1 n=m 2Zm+Dn . {nm
e =— —E —— — 127
Zm,n jﬁm,n b o] COS[ a X }Sln( b Y) ( C)

'
o Kz_(MT},[M)(_"y] (1270
m.n nKBm,n a a b

hy =L [CmEDrINTl, oo CmADT a1y ) T (127e)
™t kB a b a b
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h, = __J_[—(Zm +hn )Eo sin[—(2m +hm ]cos[E y] (1275
m.n nK a a b
Equation 36 becomes:
E,b
Pm,n':% b ( OK); (128)
2dn'ﬂ— 'm,n -

2
a +1
[Kz_[(Zm )n] ]
a
where d,=1 for n=0 and d, =2 for n* 0. The denominator of Equation 128 can be

considered the power impedance of the waveguide.
The wave impedance is:

zZyave <P (129)

m,n — N
2 _(@m+nnY
a

so that the power impedance is:

ZBower =2, Dzwave (130)
a

Because we are considering only even modes in x and that the z component of electric
field must vanish at the ends of the slot (x = #Li/2), a reasonable expansion function for
ox) is:

“(131)

ai,l x)= COS[MX]

i
Equation 42 becomes

_1.dy 2L 21+1

“ni —‘TE: ab L. ¥
(2m+1)2[—‘] ~(21+1)
a

Calculation of the electric field along the length of the waveguides.

cos[(2m+1)g-5+1n] (133)
a

We can assume that each one of the slots in Figure 13 to be a magnetic current
source. The total field in the waveguide will be a sum of the fields resulting from each
slot. For a single slot and slot mode, the magnetic current source is:

M;; =RE, 041 (X)8(y)A;(2) (134)

Using Equations 37, the waveguide mode coupling coefficients are:
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LN

1 ~ N ' ¥ AR | ! ¥
CE =1E, S [hy, (. 0)og 1 () [ 4 () Pr” dz (135)
X FA

If the observation point is at the center of the waveguide (x=0) then Equation 135
becomes:

NFiBnz' 4.
Cryy = Bz ;) [ M) Pz - (36
' z
W
For: z<z;——* Cct =0
2 LR
Equation 136 becomes:
Wi
Zjt——=
Cry =By 0o, | e PnZaz (137)
Wi
Zi——z'
- W, ) —iB. 2
Cnj ) ='WiEzi,lcni,1sa(_an_l}" 3Poi (138)
The electric field is found from Equation 32:
- B, W: Y. CUONGR
Ei,lz_WiEz;,lzcni,lsa( n2 i &y &, ),/JBn(Z zi) (139)
n
For: A A +K C,., =0
2 i,l
The electric field is:
— B W: Y. N R (.
E;; =WiEZa,1zcni,lsa[—n2“_l &y, +ezn}’ iBn (z-2;) (140)
n
For [zi--\g-i—]<z<(zi+—]
¥4 B
+ Lo
Coiy = EzisCniy J'ej rtdz (141)
-
Zi+--i—-
Coiy =By Cnyy | e PoZaz (142)

The electric field for the forward and reverse waves at x=0 is:

25



4/15/98

7:39 PM
.ani )
—‘] -
- 1—e = 2 ¢iPnlen)
+ W & e
Ei,l = WnEzi,l %Cni,l (eyn +C2, jBnWi -
/
-ani

—J— - :
- . Yl-e @ 2 ePala)
Biy =-WiE,,, ?:nu €, &, B (144)

/

The total electric field for the region enclosed in the slot is the sum of Equations 143 and
144:

: _JBI!WI
=, . e 2
Ejj*¥=WE,, ZCRM (eyn . y)—wsm(ﬁn (z-2)) (145)
! 2
. 1 _jBnWi
Ei,l o7 = wiEZi,l Z Cni‘1 (ézn L4 i)w 1-e 2 COS(Bn (Z —Z; )) (146)
n j n''i
2
In summary:
For: z< Zi— Wi
2 .
T A\ VARV R WA
Ejj*§=-WE,, chi,xsa( an | I"yn o g }iPnle-) (147)
n
— . W " RY s
Eu'z=WiEZi,IZCni,ISa[Bn_zL}%n o 2piPalz) (148)
n
For: Zi‘“'\& <zZ< zi—}‘E
2 2
_jBnWi
S, e 20
Ejje9=WE; > cn, (ey,, . )’)WSIH(B:; (z-2)) (149)
n
2
- 1 __jani
Bjje2=WEy, 3 cn) sy * 2)TV7 1-e " 2 cos(By(z~z))|- (150)
Tn T jHT
2
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W
For:  z>z; +7l

Biye9= WiEZi,IchiJSa( B ](eyn o gjiBaon)
n

= A W A R .
Ei,l .Z:WiEZi,lzcni,lsa{E’j—z_l}ezn ’Z}: JE’n(Z Z])
n
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